
• In conformità alla norma UNI EN 12899 

• Sorgente luminosa: LED SMT, 
vita media 100.000 ore

• Ottica monofacciale e bifacciale

• Alimentazione: 12V, 220V o fotovoltaica

• Spessore standard 4 cm

• In compliance with EN 12899 

• With SMT LED average life 100.000 ore

• Single-side and double-side

• Input voltage 12V, 220V or photovoltaic

• Standard thickness: 4 cm

IN 

COMPLIANCE

WITH

EN 12899

Inviate la Vs. richiesta specificando le dimensioni del segnale, la 
figura, l’eventuale alimentazione richiesta ed il sistema di fissaggio.
A solo titolo esemplificativo indichiamo i dati relativi al disco da 60 cm.

Please send your request with details about the 
dimensions and the shape of the sign. 
For example we indicate the round sign 60 cm diameter characteristics.

Segnali a LED retroilluminati                  En 12899-L1 

LED traffic signs backilluminated           

Luminanza
Luminance

Consumo
Power consumption

Dimensioni esterne 
Dimensions

Ah al giorno @ 12V TA 25°C
Ah/day @12V

Disco da 60 cm retroilluminato a LED
60 cm diameter LED backilluminated disc 98 cd/m2 18 W 610 (D) x 40 mm 18 Ah

Segnali a LED retroilluminati
LED traffic signs backilluminated

APPLICAZIONE / APPLICATION
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